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Green house, Medicinal - LED Grow light

Grow more and grow better

LED vs. HPS

RA -700 = HPS 1300watt

RA -350 = HPS 750watt

RA active cool series

Innovative Technology

LED Grow Light
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Green house, Medicinal LED Grow light

PARUS ðLED Grow Light

RA Series

Innovative Technology

High efficiency
PPF 1661, PPF/W 2.52
UniversalAC  
Standard 85~307VAC, Hi-Voltage 180 ~ 528VAC, 47~63Hz
Efficiency 95%, PFC >0.98
Easy Installation, EasyReplacement

Safety
Safety Design CE, LVD, EMC, UL, cUL, EAC
Longtime Life Cycle Ą Special Glass Lens
Water Proof Design Ą 100,000hrs Cooling Fan Life
Auto Protection

Easy Control
Auto PAR Dimmer(Automatically adjusted according to 
the intensity of the sun)
Single dimming, Group dimming
Wi-Fi control

More growth
More than 20% of the crop growth
Energy saving 58%

Grow more and grow better

Since 2003, Professional LED grow light



RA Series

RA Series -RBF
RA Series -RBS

RA Series -RBC

PARUS ðLED Grow Light

LED Spectrum

Innovative Technology



PARUS LED grow light
PGL- RA Series   Specification

Product

Model Name PGL- RA- 150 PGL- RA- 250 PGL- RA- 350 PGL- RA- 700

System Power Consumption 150Watt 250Watt 350Watt 680Watt

Dimension(LxWxH)
W260mmxL170mmxH160mm
ƽ7ʦʣƚʧƨØ,ʫƚʬƨØ(ʫƚʨƨƾ

W312mmxL170mmxH160mm
ƽ7ʦʧƚʧƨØ,ʫƚʬƨØ(ʫƚʨƨƾ

W360mmxL170mmxH160mm
ƽ7ʦʩƨØ,ʫƚʬƨØ(ʫƚʨƨƾ

W600mmxL170mmxH160mm
ƽ7ʧʨƨØ,ʫƚʬƨØ(ʫƚʨƨƾ

Packing(LxWxH) W340mmxL250mmxH220mmW390mmxL250mmxH220mmW480mmxL250mmxH220mmW700mmxL250mmxH220mm

Weight 4.9 Kg(10.8lbs) 6.7Kg(14.7lbs) 8.2Kg(18lbs) 14.1Kg(31lbs)

Power 

AC input voltage range Free90~305VAC,47~63Hz, Option Hi - Voltage ~528VAC

SMPS mode ( ballast ) DC Current Design(CC.CV Doul Mode)

Protection Short circuit, Overload, Over voltage, current

Power Factor Over 95%, PFC >0.98

LEDs

Ratio(R:B:O) RBS(9:0.5:0.5), RBC, RBF

Light source Hi - Power 700mA LED

Total number of LED's 100pcs 200pcs 300pcs 400pcs

Used LED Hi - power Grow LED

LED Control Single, Group Local/Wireless Control
Single Control / Wireless Control

Group Dimming, Wireless Control, Automatic PAR Dimming
LED Wavelength, Dimming, Time, Pulse Contril

Heat Sink

Heat Sink Type Active Cooling

FRAME Metrial

Body Silver Color Aluminium

PCB Metal PCB(aluminium)

Heat conduction 2.0 w/m.k

Thermal resistance 0.20 °C/w

IP Class IP55

Efficiency PPFD
88 umol

(Distance 1000mm)
157 umol

(Distance 1000mm)
228 umol

(Distance 1000mm)
354 umol

(Distance 1000mm)

Ambient Temperature
Storage Temp. - 30°C ~ 85 °C

Operation Temp. ~35°C

Angle Lamp angle 60°,80 °,90 °,120 °,140 °

Life time Over 50,000hr

Safety Standard UL, cUL, CE, EAC, EMC, LVD

Warranty 3 year (3 year)

RA Active Cooling Series

Efficiency

95%

PPF/W

2.52

Control

Wi-Fi

Angle

60°~
140°

UL cUL 

CE EMC

EAC
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LED Grow Light



RA active cool series
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LED Grow Light
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Lamp Angle



0.5m

1.0m

1.5m

242 168

113 80

Distance from light 
(vertical, mm) PPFD (Ǎlnkɛl-1ɛr-1)

980 500

2.0m 67 47

0.5m

1.0m

1.5m

143 80

72 52

Distance from light 
(vertical, meter)

PPFD (ɛmolĀm-2Ās-1)

505 230

2.0m 44 32

LED 350 HPS 600W

PARUS

PGL -RA -350 -COB

vs HPS 600W


